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Title 13, California Code of Regulations,

Chapter 7. Leading-Regulations Cargo Securement Standards
Article 1. Binders Protection Against Shifting and Falling Cargo

81300. Scope of Regulations.

(2) Applicability. Unless otherwise indicated within a specific section, the provisions of this

chapter shall apply to farm labor vehicles and the vehicles listed in Vehicle Code Sections 34500

and their operation.

(b) Incorporation by Reference. Motor carriers and drivers engaged in interstate and intrastate

commerce shall comply with the federal Protection Against Shifting and Falling Cargo




requlations contained in Title 49, Code of Federal Requlations, Part 393, as those requlations

now exist or are hereafter amended.

(c) Referenced Requlations. Copies of Title 49 CER, can be obtained from:

SUPERINTENDENT OF DOCUMENTS

U.S. GOVERNMENT PRINTING OFFICE

PO BOX 371954

PITTSBURG, PA 15250-7954

(202) 512-1800

Internet purchases: http//www.access.gpo.gov/su docs/sale.html

(d) Limited application.

(1) This Chapter does not apply to the transportation of a pole on a pole dolly by a public utility

company or a local public agency engaged in the business of supplying electricity or telephone

service, by the Department of Transportation, or by a licensed contractor in the performance of

work for a public utility company, a local agency, or the Department of Transportation, when the

transportation is between storage yards or between a storage yard and job location where the pole

is to be used. However, no more than nine poles shall be transported on a dolly if any of those

poles exceeds a length of 30 feet. If poles 30 feet or less are transported by a pole or pipe dolly,

no more than 18 poles shall be transported. A pole shall be adequately secured when being

transported on a dolly, to prevent shifting or spilling of a load.

(2) This Chapter does not apply to a farmer transporting his or her own hay or straw, incidental

to his or her farming operation, if that transportation requires that the farmer use a highway,

except that this subdivision does not relieve the farmer from loading and securing the hay or

straw in a safe manner.




(e) Exemptions. The Commissioner may grant exemptions from any of the requirements of this

chapter when, in his judgment, requests appear reasonable, or the results intended by these

regulations can be accomplished by alternate methods of compliance. However, no exemption

will be granted if, in the opinion of the Commissioner, the exemption would compromise the

safety requirements of these requlations. In addition, any exemption granted by the

Commissioner is nontransferable and may be rescinded at any time for cause.

(1) Application for Exemption. An application for exemption shall be made in writing to the

Commissioner, and it shall include the following data:

Reason for requesting an exemption

Alternate method(s) of compliance

When relevant, the make and model, vehicle identification number, and license number of

the vehicle for which the exemption is being requested

The application shall be mailed to:

CALIFORNIA HIGHWAY PATROL

ENFORCEMENT SERVICES DIVISION

POST OFFICE BOX 942898

SACRAMENTO, CA 94298-0001

(2) Copy of Exemption. A copy of any exemption granted shall be carried in the vehicle(s)

for which it was issued at all times, unless specified otherwise in the exemption, and shall be

presented for inspection upon demand by any authorized representative of the Department.

(3) Blanket Exemptions. The provisions of this subsection do not apply to any blanket

exemptions the Commissioner may elect to issue. A blanket exemption is an exemption from a




particular provision of this subchapter granted to all vehicles, or vehicles manufactured on or

after a specified date, pending a change in these requlations.

NoTE: Authority cited: Section 2402 and 34500.3, Vehicle Code. Reference: 34500 and 15210 Vehicle Code.
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ARHCLELL ARTICLE 2. LIQUIDS IN COLLAPSIBLE CONTAINERS -

SECUREMENT AND TRANSPORTATION

1420 1400. Scope.

This article shall govern the transportation of liguids in collapsible rubber or plastic containers

with a capacity of 120 gal or more on flatbed vehicles.

Note: Authority and reference cited: Section 31540, Vehicle Code.

1421 1401. ldentification.

Each collapsible container shall be clearly and permanently marked by the manufacturer as

follows:

(a) Lading. The liguid lading the container is designed to transport shall be identified. No other

liguid shall be transported unless the motor carrier first obtains in writing, from the manufacturer




or other competent source, a statement that the container is suitable for the specific alternate

lading and the container is so marked.

(b) Maximum Temperature. Each collapsible container designed to transport liquids above

ambient temperature shall be labeled near the loading valve: "Maximum allowable cargo

temperature is deqgrees F." as specified by the manufacturer. A container without this label

shall transport only ladings at ambient temperature.

(c) Maximum Pressure. Each collapsible container shall be marked by the manufacturer with the

maximum pressure, in pounds per square inch, it is designed to withstand. No motor carrier shall

transport liguids at a greater pressure.

Note: Authority and reference cited: Section 31540, Vehicle Code.

1422 1402. Retest and Repair.

Each collapsible container shall be retested at least once every two years and shall not be

returned to service until it has met the manufacturer's retest standards. Any leakage shall be

deemed failure of the retest. Any collapsible container that fails the retest shall be repaired before

it is used. All repairs shall conform with the manufacturer's repair standards and shall be made

by a qualified person.

Note: Authority and reference cited: Section 31540, Vehicle Code.




1423 1403. Restraints.

The means of attachment of collapsible containers to the vehicle shall be of equal or greater

strenqgth than specified by the manufacturer for restraining straps or similar devices.

Note: Authority and reference cited: Section 31540, Vehicle Code.

1424 1404. Transportation of Flammables.

Transportation of combustible or flammable liquids is prohibited .

Note: Authority and reference cited: Section 31540, Vehicle Code.

1425 1405. Alternate Standards.

Whenever this article requires compliance with manufacturer's standards but the motor carrier is

unable to determine them, he/she may write the department for permission to comply by using

any standards the department finds necessary to protect health and safety.

Note: Authority and reference cited: Section 31540, Vehicle Code.




